§117.904

(3) From April 1 through October 31,
the draw shall be left in the open posi-
tion at all times and will only be low-
ered for the passage of trains and to
perform periodic maintenance author-
ized in accordance with subpart A of
this part.

(4) The bridge will be operated by the
bridge/train controller at the Delair
Railroad Bridge in Delair, New Jersey.

(5) Before the bridge closes for any
reason, an on-site crewmember will ob-
serve the waterway for approaching
craft, which will be allowed to pass.
The on-site crewmember will then
communicate with the off-site bridge/
train controller at the Delair Railroad
Bridge either by radio or telephone, re-
questing the off-site bridge/train con-
troller to lower the bridge.

(6) The bridge shall only be lowered
from the remote site if the on-site
crewmember’s visual inspection shows
there are no vessels in the area and the
infrared channel sensors are not ob-
structed.

(7) While the CONRAIL Railroad
Bridge is moving from the full open to
the full closed position, the off-site
bridge/train controller will maintain
constant surveillance of the naviga-
tional channel using infrared sensors
to ensure no conflict with maritime
traffic exists. In the event of failure or
obstruction of the infrared channel
sensors, the off-site bridge/train con-
troller will stop the bridge and return
the bridge to the open position. In the
event of loss of radio or telephone com-
munications with the on-site crew-
member, the off-site bridge/train con-
troller will stop the bridge and the
bridge return to the open position.

(8) When the draw cannot be operated
from the remote site, a bridge tender
must be called to operate the bridge in
the traditional on-site manner.

(9) The CONRAIL Railroad channel
traffic lights will change from flashing
green to flashing red anytime the
bridge is not in the full open position.

(10) During downward span move-
ment, the channel traffic lights will
change from flashing green to flashing
red, the horn will sound two times, fol-
lowed by a pause, and then two repeat
blasts until the bridge is seated and
locked down.
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(11) When the rail traffic has cleared,
the off-site bridge/train controller at
the Delair Railroad Bridge will sound
the horn five times to signal the draw
of the CONRAIL Railroad Bridge is
about to return to its full open posi-
tion.

(12) During upward span movement,
the channel traffic lights will change
from flashing green to flashing red, the
horn will sound two times, followed by
a pause, and then sound repeat blasts
until the bridge is in the full open posi-
tion. In the full open position, the
channel traffic lights will then turn
from flashing red to flashing green.

(13) From November 1 through March
31, the draw shall open on signal if at
least 24 hours notice is given by tele-
phone at (856) 231-7088 or (856) 662-8201.
Operational information will be pro-
vided 24 hours a day by telephone at
(856) 231-7088 or (856) 662—-8201.

(b) The Reading Railroad Bridge,
mile 0.3, at HEssington, will be left in
the full open position at all times.

[CGD05-01-052, 67 FR 64170, Feb. 11, 2002, as
amended by CGD05-06-086, 71 FR 77615, Dec.
27, 2006]

§117.904 Delaware River.

See §117.716, Delaware River, listed
under New Jersey.

[CGD 92-015, 57 FR 37880, Aug. 21, 1992]

§117.905 Schuylkill River.

(a) The following requirements apply
to all drawbridges across the Schuyl-
kill River:

(1) The draws of railroad bridges need
not be opened when there is a train in
the bridge block approaching the
bridge with the intention of crossing,
or within five minutes of the known
time of the passage of a scheduled pas-
senger train.

(2) The opening of a bridge may not
be delayed more than five minutes for
a highway bridge or 10 minutes for a
railroad bridge, after the signal to open
is given.

(3) The owners of drawbridges shall
provide and keep in good legible condi-
tion two board gages painted white
with black figures not less than six
inches high to indicate the vertical
clearance under the closed draw at all
stages of the tide. The gages shall be so
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